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dangerous build up of pressure, and be
identified to the operator.

(4) Dry ice is excepted from the ship-
ping paper requirements of subpart C of
part 172 of this subchapter provided al-
ternative written documentation is
supplied containing the following in-
formation: proper shipping name (Dry
ice or Carbon dioxide, solid), class 9,
UN number 1845, the number of pack-
ages, and the net quantity of dry ice in
each package. The information must be
included with the description of the
materials.

(5) Carbon dioxide, solid (dry ice), in
quantities not exceeding 2.5 kg (5.5
pounds) per package and used as a re-
frigerant for the contents of the pack-
age is excepted from all other require-
ments of this subchapter if the require-
ments of paragraph (a) of this section
are complied with and the package is
marked ‘‘Carbon dioxide, solid” or
“Dry ice”’, is marked with the name of
the contents being cooled, and is
marked with the net weight of the dry
ice or an indication that the net weight
is 2.5 kg (5.5 pounds) or less.

(d) Carbon dioxide, solid (dry ice),
when used to refrigerate materials
being shipped for diagnostic or treat-
ment purposes (e.g., frozen medical
specimens), is excepted from the ship-
ping paper and certification require-
ments of this subchapter if the require-
ments of paragraphs (a) and (c)(2) of
this section are met and the package is
marked ‘‘Carbon dioxide, solid” or
“Dry ice’” and is marked with an indi-
cation that the material being refrig-
erated is being transported for diag-
nostic or treatment purposes.

[73 FR 4718, Jan. 28, 2008]

§173.218 Fish meal or fish scrap.

(a) Except as provided in Column (7)
of the HMT in §172.101 of this sub-
chapter, fish meal or fish scrap, con-
taining at least 6%, but not more than
12% water, is authorized for transpor-
tation by vessel only when packaged as
follows:

(1) Burlap (jute) bag;

(2) Multi-wall paper bag;

(3) Polyethylene-lined burlap or
paper bag;

(4) Cargo tank;

(5) Portable tank;

(6) Rail car; or

§173.219

(7) Freight container.

(b) [Reserved]

(c) When fish scrap or fish meal is of-
fered for transportation by vessel in
bulk in freight containers, the fish
meal must contain at least 100 ppm of
anti-oxident (ethoxyquin) at the time
of shipment.

[Amdt. 173-224, 556 FR 52643, Dec. 21, 1990, as
amended at 68 FR 45034, July 31, 2003]

§173.219 Life-saving appliances.

(a) A life-saving appliance, self-in-
flating or non-self-inflating, containing
small quantities of hazardous mate-
rials that are required as part of the
life-saving appliance must conform to
the requirements of this section. Pack-
agings must conform to the general
packaging requirements of subpart B of
this part but need not conform to the
requirements of part 178 of this sub-
chapter. The appliances must be
packed, so that they cannot be acciden-
tally activated and, except for life
vests, the hazardous materials must be
in inner packagings packed so as to
prevent shifting within the outer pack-
aging. The hazardous materials must
be an integral part of the appliance and
in quantities that do not exceed those
appropriate for the actual appliance
when in use.

(b) Life saving appliances may con-
tain:

(1) Division 2.2 compressed or lique-
fied gases must be packaged in cyl-
inders in accordance with the require-
ments of this subchapter;

(2) Signal devices (Class 1), which
may include smoke and illumination
signal flares;

(3) Electric storage batteries and
lithium Dbatteries (life-saving appli-
ances containing lithium batteries
must be packed in accordance with
§173.185 and Special Provisions A54 and
A101 as applicable.);

(4) First aid or repair Kkits con-
forming to the applicable material and
quantity limitations of §173.161 of this
subchapter;

() Strike-anywhere matches;

(6) For self-inflating life saving appli-
ances only, cartridges power device of
Division 1.4S, for purposes of the self-
inflating mechanism provided that the
quantity of explosives per appliance
does not exceed 3.2 g; or
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